
DEMOLITION PLAN
1

SCALE: 1/8" = 1'-0"
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EXISTING FUEL TANK

MONITORING PANEL

TO REMAIN

EXISTING INCINERATOR

NEW ABOVE GROUND OIL TANK PLAN
2

SCALE: 1/8" = 1'-0"

M1

CLASSROOM 135

CLASSROOM 134

OUTDOOR

EQUIPMENT

(GARAGE)

STOR.

OFFICE

127

MAINTENANCE RM

INCINERATOR

ROOM

BOILER RM. 131

LOCKERS

TOILET

KITCHEN

CAFETERIA

PLATFORM

EXISTING FUEL TANK

MONITORING PANEL

TO REMAIN

PAVEMENT

GRASS AREA
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REMOVE ALL BURIED FUEL OIL

SUPPLY & RETURN PIPING,

GAUGE & VENT PIPING.  PULL

TANK GAUGE CABLING FROM

CONDUITS PRIOR TO

DEMOLITION TO PRESERVE.

(PATH IS ASSUMED VERIFY

EXACT ROUTE IN FIELD).

REMOVE EXISTING 10,000

GALLON BURIED SINGLE

WALL FIBERGLASS FUEL

OIL TANK & ALL

MANHOLES, RISERS &

CONNECTIONS.

CONCRETE HOLD-DOWN

PAD(S) MAY REMAIN IN

GROUND IF FOUND CLEAN

OF ANY CONTAMINATION.

EXISTING FUEL TANK

OVERFILL ALARM UNIT

TO REMAIN.

REMOVE EXISTING FUEL OIL

PIPING & GAUGE CABLING

FROM TRENCHES IN BOILER

ROOM & GARAGE.

EXISTING OIL FIRED

BOILERS TO REMAIN.

2" TANK VENT LINE TO

WALL & UP TO 8'-0"

ABOVE GRADE.

RUN (2) 

1

2

" FOS & (1) 

3

4

" FOR LINES AND

TANK MONITORING CONDUIT THRU

WALL, INTO GARAGE & ALONG WALL TO

BOILER ROOM.  KEEP PIPES TIGHT TO

WALL & PROTECT FROM DAMAGE.

CONCRETE PAD.

TANK FILL.

METAL STAIR

& PLATFORM.

M2

2

EXISTING OIL FIRED

BOILERS TO REMAIN.

SEE DETAIL 3/M2 ON

DRAWING M2 FOR

EXTENSION OF FUEL

OIL LINES TO BURNERS

NEW 2,000 GALLON

ABOVE GROUND FUEL

OIL TANK.

RESTORE & SEED ALL

DISTURBED LAWN AREA.

APPROX. EDGE OF

PAVED AREA

REMOVE/CONNECT OVERFILL

ALARM IN EXISTING FUEL TANK

MONITORING PANEL TO EXISTING

OVERFILL ALARM/BEACON.

NORTH

SITE PLAN
1

SCALE: 1"=60'-0"
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PHILIP R. SMITH SCHOOL

EXISTING OIL TANK &

PIPING TO BE REMOVED.

AREA OF WORK

OIL TANK

REPLACEMENT

for

Former Orchard

Hill School

Present P.R. Smith

School

South Windsor, CT

RZDesign Associates, Inc.
MECHANICAL, ELECTRICAL,

AND STRUCTURAL ENGINEERING
750 OLD MAIN STREET

SUITE 202
ROCKY HILL, CT 06067

P: (860) 436-4336
F: (860) 436-4450

www.rzdesignassociates.com

MECHANICAL

PLANS

M1

GENERAL NOTES:

1. "CALL BEFORE YOU DIG" SHALL BE CONTACTED PRIOR TO INITIATION OF THIS PROJECT.   ENGAGE UNDERGROUND SURVEY & PERFORM GPR

SCAN OF AREA IF CYBD INFORMATION IS INADEQUATE.  (CARRY IN BID).

2. ALL PIPING AND THE TANKS SHALL MEET NFPA 30 AND 31 FOR TESTING AND INSTALLATION. NOTIFICATION MUST BE GIVEN 24 HOURS IN

ADVANCE FOR THE REQUIRED TESTS.

3. CONTRACTOR SHALL TAKE ALL NECESSARY MEANS TO INSURE THAT THE FOUNDATION AND SIDEWALKS OF THE ADJACENT BUILDING AND

ADJACENT ROADWAYS WILL NOT BE UNDERMINED AND TO PROTECT EXISTING UNDERGROUND UTILITIES FROM DAMAGE. PROVIDE SHORING

AND BRACING OF EXCAVATION AS REQUIRED.

4. CONTACT CT DEEP, OWNER AND ENGINEER IF CONTAMINATED SOIL IS ENCOUNTERED DURING EXCAVATION.

5. RESTORE ALL DISTURBED AREAS TO EXISTING GRADE, UNLESS OTHERWISE NOTED.

6. AS PART OF THE BASE BID, CONTRACTOR SHALL COLLECT AND ANALYZE SOIL SAMPLES NECESSARY FOR TANK CLOSURE. SAMPLES SHALL BE

SENT TO AN INDEPENDENT CERTIFIED LABORATORY BY THE CONTRACTOR. SUBMIT SAMPLE RESULTS TO OWNER.

7. GROUNDWATER IS NOT ANTICIPATED TO BE ENCOUNTERED DURING INSTALLATION. HOWEVER, CONTRACTOR SHALL PROVIDE DEWATERING

OF TANK EXCAVATION AS A MEANS TO PROTECT NEW TANK FROM FLOAT OUT UNTIL TANK INSTALLATION IS COMPLETE. SHOULD FLOAT OUT

OCCUR, CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS TO TEST AND RE-CERTIFY TANK AND/OR REPLACE TANK IF NECESSARY.

8. COORDINATE REMOVAL OF FUEL REMAINING IN TANK WITH OWNER. OWNER WILL REMOVE FUEL FROM EXISTING TANK DOWN TO 12" ABOVE

TANK BOTTOM. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL AND DISPOSAL OF REMAINING 12" OF FUEL, SLUDGE AND WATER.

9. CONTRACTOR SHALL PROVIDE MINIMUM 72 HOURS WEEKDAY NOTICE TO OWNER WHEN THE NEW TANK IS READY TO ACCEPT A FUEL

DELIVERY. OWNER WILL PROVIDE FUEL.

10. CONTRACTOR SHALL PROVIDE OFF-SITE DISPOSAL OF ALL MATERIALS THAT ARE REMOVED AS A RESULT OF THIS PROJECT.
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